CLEANING SYSTEMS LTD

Cleaning Equipment Sales,
Service, Hire, Parts & Accessories

Depots in Warwickshire,
Staffs and West Midlands

Karcher NT 75/1 Me Ec H Z22

Approved class | safety vacuum

e Hazardous, flammable and
asbestos dust removal

e Fleece filter bag for safe disposal
of dust

e Suitable for wet and dry floors

e Antistatic system

The Karcher NT 75/1 MeEcH Z22 is a safety vacuum, with a robust casing and a continuous anti-
static system for wet and dry vacuuming of explosive dust (hazard class zone 22).

Approved for the removal of flammable dusts in dust explosion class zone 22 as well as hazardous
dusts in dust class H.

This vacuum cleaner is suitable for asbestos and its fleece filter bag and safety filter ensure that dust
is disposed of safely.



Technical data: Karcher NT 75/1 Me Ec H Z22

Features: NT 78/1 Me Ec H 222
Air flow rate (I/s) 61

Vacuum (mbar/kPa) 220/22

Container capacity (1) 75

Max. intake performance (W) 1000

Standard nominal size (mm) 40

Length of cord access (m) 10

Sound level (dB(A)) 76

Weight (Kg) 24.8

Dimensions (L x W x H) (mm) 640 x 540 x 925
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For advice and best prices on cleaning CIfﬂﬂ;i??SfﬂS (70

equipment to buy, lease or hire.
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